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Lubricants Catalogue GEG - Global Energy Group

At a glance About GEG

Global Energy Group is a global company specialising in high-quality lubricant
solutions for automotive, heavy-duty and industrial use.

We support operations across a wide range of demanding industries,
. combining technical expertise and operational discipline to navigate complex
productlon supply chains and deliver solutions that ensure equipment protection and
Strict quality & regulatory standards sustained performance.
1 5 +years
Industry expertise Commitments

« Compliance with international regulatory standards

« Reliability and traceability
) « Industrial expertise
+ countries - Robust and secure logistics infrastructure

Global presence

Value for customers

2 ll' I 7 « Continuous and secure supply, including remote locations

« Operational continuity
Expert support « Long-term performance
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Services

GEG provides value-added services ensuring product quality, availability, distribution and market

development.

It supports customers, partners and distributors in managing complex supply chains and
addressing operational and marketing requirements.

Lubricant supply

Supply of a full range of lubricant and fluid
solutions adapted to industrial, automotive and
heavy-duty requirements, with controlled quality

and compliance with international specifications.

Marketing support

Market analysis and insights to support

product positioning and commercial strategy,
complemented by marketing and communication
support within the energy sector.

Product testing & analysis

Testing and analysis to assess product quality,
conformity and performance.

Logistics & distribution

International logistics and distribution
capabilities, including stock management, secure
delivery with full traceability, and supply to
industrial and remote sites.

Technical support

Expert support covering product selection
and application, supporting efficient use and
continuity of critical operations.

Lubrication equipment

Professional-grade equipment for efficient, clean,
and precise oil and grease storing, management
and application.

i

Engine

Compressor

©

Gear

Transmission

Hydraulic

Other products

GEG - Global Energy Group

Products

GEG product range covers a full spectrum of lubricant and fluid
solutions, including industrial and specialty oils, for a wide range
of applications.

They are designed to support efficient operations and consistent
performance, including under challenging conditions.

Product strengths

- Advanced additive formulations

- Stability under high-load conditions

« Resistance to harsh operating conditions
« Consistent performance over time

Operational benefits

« Increased equipment uptime

« Extended service intervals

« Reduced maintenance frequency
- Lower operating costs

« Sustained operational continuity
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Engine oils

GEG Premium

GEG - Global Energy Group

Passenger vehicle engine oils

GEG Premium SL

High-quality synthetic oils specially formulated for gasoline and diesel engines
without particulate filters (no DPF). They provide optimal lubrication for
multivalve, turbocharged, GTI-TDI engines and common rail injection systems.

The advanced synthetic formulation ensures excellent thermal stability and
wear protection, even in high-power engines or demanding driving conditions.

Grades
5W-30 / 5W-40/ 10W-40

Specifications
5W-30: ACEA A3/B4; API SN/CF; GM-LLB-025; VW 502.00/505.00; BMW LL-0T;
Renault RN 0700/0710; MB 229.5; FIAT 9.55535-G1; Peugeot & Citroén B712296

5W-40: ACEA A3/B4; API SN/CF; GM-LLB-025; VW 502.00/505.00; BMW LL-0T,

Renault RN 0700/0710; MB 229.5; FIAT 9.55535-M2; Peugeot & Citroén B712296;

Porsche A40

T0W-40: ACEA A3/B4; API SN/CF; MB 229.1/229.3

These mineral (15W-40 and 20W-50) and semi-synthetic (10W-40) super
multigrade oils are designed to provide robust and reliable protection for
gasoline and diesel engines, with or without catalysts, including those operating
under severe conditions.

Their high viscosity ensures a thicker and more resistant lubricating film, making
them ideal for high-mileage engines, older vehicles, or use in warm climate
regions.

Grades
10W-40/ 15W-40 / 20W-50

Specifications
API SL/CF; ACEA A3/B3; VW 501.01/505.00; MB 2291 (15W-40 and 20W-50)

Packaging

1L« 4L« 5L« 20L « 200L

Packaging

1L« 4L« 5L« 20L « 200L
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GEG Diesel Ultra FS

GEG - Global Energy Group

Heavy-duty diesel engine oils

GEG Diesel Ultra CK

Fully synthetic HC lubricant with ACEA ES/E11 quality level, designed for the
lubrication of Euro V and Euro VI engines requiring low sulphated ash content
(Low SAPS) for emission control systems such as Diesel Particulate Filters (DPF),
Exhaust Gas Recirculation (EGR) and Selective Catalytic Reduction (SCR)
systems.

Suitable for trucks, buses and light commercial vehicles, with or without
particulate filters, as well as agricultural and construction machinery.

Grades
15W-40

Specifications

API: CJ-4 | SN; ACEA E7,E9,E11; VOLVO VDS-4/VDS-3; MACK EO - M+; MAN M
3575/3275; RENAULT RVIRLD-3; MTU Type 2.1 MB 228.31/228.3; Cummins CES
20081 SCANIA Low Ash; CAT ECF 1A/2A/3

Modern ACEA EQ / API CK-4 |lubricant designed for the latest Euro V and Euro

VI engines with low sulphated ash content (Low SAPS) requiring DPF, EGR, or
SCR emission treatment systems. Provides extended service life with excellent
thermal stability and low engine contamination, along with high anti-wear and
anti-corrosion performance.

Suitable for trucks, buses, light commercial vehicles, as well as agricultural and
construction machinery.

Grades
15W-40

Specifications

API CK-4; ACEA E7,EQ,ETT; MB 228.51; MAN M-3575; MAN M3271-1; CAT ECF-3;
MTU 3.1; Ford WSS-M2C171-F1; Cummins CES 20086/20081 Volvo VDS-4.5; MACK
EOS-4.5; DQC IV-10 LA Renault RLD-4; IVECO TLSE9

Packaging

4L« 5L« 20L « 200L

Packaging

4L« 5L« 20L « 200L
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GEG Diesel Premium

GEG - Global Energy Group

Heavy-duty diesel engine oils

GEG Diesel Extra

Mineral diesel engine oil formulated for a broad range of heavy-duty
applications. Suitable for low-emission engines, including Euro Il, Euro Il and
some Euro IV engines.

Recommended for modern diesel engines in trucks, off-road equipment, public
works and heavy industry, with universal use across mixed fleets.

Provides advanced wear protection against oxidation and deposits, helping
maintain engine cleanliness and efficiency.

Grades
15W-40; 20W-50

Specifications
API: CI-4/SN; ACEA A3/B4 & E7; MAN M3275; IVECO-PEGASO; DAF XF; Renault
RLD-2; MB 2291/228.3 Scania LDF; Volvo VDS-3; Deutz DQC IlI-10

High-quality multigrade mineral lubricant of the SHPD type, providing extended
service life. High-performance oil for heavy-duty diesel vehicles, including high-
power units.

Formulated for moderate-duty applications across a wide range of commercial
vehicles, buses and industrial equipment requiring conventional heavy-duty
engine oil protection.

Grades
15W-40; 20W-50

Specifications
ACEA E2; API CH-4; MAN M271; IVECO-PEGASO; MACK EO-L Plus; MB 228.1; Volvo
VDS CATTO-2

Lubricants Catalogue

GEG Diesel Extra

GEG - Global Energy Group

Heavy-duty diesel engine oils

GEG Diesel HD

Packaging

4L« 5L« 20L « 200L

Packaging

4L« 5L« 20L « 200L
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High-quality monograde mineral lubricant of the SHPD type for long service life

High-performance oil for heavy-duty diesel vehicles, including high-power units
operating in conditions requiring a single-grade SAE 50 viscosity.

Recommended for moderate-duty applications with more frequent oil change
intervals.

Grades
SAE 50

Specifications
ACEA E2; API CH-4/CF; MAN M271; IVECO-PEGASO; MACK EO-L Plus; MB 2281;
Volvo VDS; CAT TO-2

Mineral diesel engine oil formulated for a broad range of heavy-duty
applications.

Suitable for use in older-generation diesel engines operating under moderate
conditions.

Designed for engines operating at lower emission standards where conventional
API CF/SF performance is required.

Suitable for combined use in engines, transmissions and hydraulic systems
where TO-2 fluid is specified.

Grades
SAE 10W / SAE 30 / SAE 40/ SAE 50

Specifications
APICF / SF; ALLISON C4; CAT TO-2; MAN 270; MB 228.0; MTU Type |

Packaging

4L« 5L« 20L « 200L

Packaging

41« 5L« 20L « 200L
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Automotive gear oils

GEG Gear GL-5

GEG - Global Energy Group

GEG Gear GL-5

Multigrade mineral extreme-pressure lubricant formulated for all types of
automotive and industrial gears.

Recommended for all gear types in closed crankcases operating under heavy
loads and high temperatures.

Provides good anti-foaming properties, a low pour point, high load resistance
and good demulsification.

Suitable for hypoid axles, differentials and manual transmissions requiring GL-5
protection.

Grades
85W-140

Specifications
API GL-4/GL-5; VOLVO 97310; ZF TE-ML 05A/12E/16D/21A; DAF API GL-5;
MIL-L-2105 D; SCANIASTO 1:0

Multigrade mineral extreme-pressure lubricant formulated for all types of
automotive and industrial gears.

Recommended for all types of gears in closed crankcases operating under heavy
loads and high temperatures. Provides good anti-foaming properties, a low pour
point, high load resistance and good demulsification.

Suitable for hypoid axles, final drives, synchronised and non-synchronised
transmissions, and differentials across a wide range of heavy commercial
vehicles and construction equipment.

Grades
80W-90

Specifications

API GL-4/GL-5/MT-1; SCANIA STO 1:0; MB 235.0; MAN 341 TYPE E2 / MAN 342
TYPE Z2 / MAN 342 TYPE M2; ZF TE-ML 02B/05A/07/08/12L/12M/16B/17B/19B,
21A, VOLVO 97321, JOHN DEERE JDM J11E, CASE MS 1316, FORD M2C197-A

Packaging

4L« 5L« 20L « 200L

Packaging

4L« 5L« 20L « 200L
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GEG Gear 75

100% synthetic lubricant with ester technology, specially formulated for the
lubrication of manual or automatic gearboxes, whether synchronized or not,
operating under severe load, speed, and temperature conditions. It has been
specifically developed for ZF transmissions, with or without Intarder, allowing oil
change intervals of up to 540,000 km.

Grades
75W-80

Specifications

API GL-4, VOLVO 97307, MAN 341 TYPE VR, MAN 341 TYPE Z5, MB TRUCKS: DTFR
13D120 (235.29), VOITH OILCLASS C, IVECO MGS?2, ZF TE-ML O1E, ZF TE-ML 02E,
ZF TE-ML16P

Packaging

20L - 200L

GEG - Global Energy Group
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GEG - Global Energy Group

Automatic transmission fluids (ATFs)

GEG ATF DXIID

GEG ATF DX IIIH

Special mineral ATF for vehicle transmissions, torque converters, special control
systems, turbo clutches and hydraulic circuits.

Also suitable for advanced industrial hydraulic variable-speed drives

Characterised by a high viscosity index and strong antioxidant, anticorrosion,
anti-foaming and anti-wear performance.

Provides excellent shear stability, high load resistance and good extreme-
pressure properties.

Specifications
General Motors: DEXRON Il D; Mercedes-Benz: MB 236.9; MAN: 339 V-1-339 7Z-1;
Voith: H55.6335; ZF: TE-ML 03D - 04D - 1NA - 14A - 17C; Allison: C-4; Ford: MERCON

Automatic transmission fiuid meeting DEXRON IlI-H specifications, backward
compatible with all previous DEXRON generations.

Suitable for automatic transmissions, torque converters, power steering
systems, hydraulic circuits and industrial hydraulic applications.

Provides outstanding friction characteristics, superior oxidation stability,
excellent rust and corrosion resistance, and effective wear protection for
smooth and precise shifting performance.

Specifications

Allison: C-4 - TES-389; Caterpillar: TO-2; Chrysler: transmissions prior to MS-
9602 / MS-7176; Ford: MERCON® - M2C138-CJ - M2C166-H; General Motors:
DEXRON® [lI-H, IlI-G, IlI-F, llI-E, lI-D; MAN: 339 Z1/V1-Z2 / V2; Mercedes-Benz: MB
236.1-236.5-236.6 - 236.7 - 236.9; Voith: 55.6335 - 55.6336; Volvo: 97340 - 97341;
ZF: TE-MLO2F-03D-04D-09-11A/B-14A/B-16L-17C

Packaging

1L« 4L« 5L« 20L « 200L

Packaging

1L« 4L« 5L« 20L  200L
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GEG ATFCVT

These fluids offer outstanding anti-wear protection, even under the most
severe operating conditions, meeting the highest technical requirements of
modern CVT transmissions. Their advanced formulation ensures extremely
stable friction coefficients throughout the entire service interval, guaranteeing
reliable, smooth power transmission with minimal friction losses. Thanks to their
special additive package, these fluids exhibit excellent aging stability, as well

as effective protection against foam formation, a critical factor for the proper
functioning of CVT transmissions.

Specifications

Mercedes-Benz: CVT28 - MB 236.20 | Volkswagen / Audi: G-052-180 (-A2),
G-052-516 A2 | BMW / Mini: P/N 832201363676, 83220429154 - EZL 799/ 799A |
Ford: Motorcraft XT-7-QCFT - WSS-M2C933-A - MERC C - CVT23 - CFT30 | Chrysler
/ Mopar: CVTF+4 - P/N 05191184AA | Nissan: NS-1/NS-2 / NS-3 - Matic W | Toyota:
CVTF-FE | Honda: CVTF - HMMF (without start clutch) | Hyundai / Kia: SP-CVT 1

I Mitsubishi: Diamond Queen CVTF-J11 Subaru: Lineartronic - High Torque CVT

| Mazda: CVTF 3320 | Suzuki: CVT Fluid Green 1/ Green 2 -NS-2 - VTF 3320 | GM:
CVTF I-Green2 - DEX-CVT | Saturn: P/N 22688912 1 ZF: CVT V11 Punch: EZL799 /
799A

Packaging

1L« 4L« 5L« 20L « 200L

GEG - Global Energy Group
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Industrial oils

GEG Hydraulic HLP

GEG - Global Energy Group

Hydraulic oils

GEG Hydraulic HVLP

Monograde mineral hydraulic oils with advanced extreme-pressure technology,
suitable for all types of hydraulic systems and circuits.

Provide resistance to oxidation, ageing and sludge formation, along with a low
pour point, high viscosity index, seal compatibility, good anti-foaming properties
and marked anti-wear characteristics.

Approved by leading hydraulic equipment manufacturers, including Parker
Denison and Eaton.

Grades
ISOVG10/22/32/46/68/100

Specifications
DIN 51524 Part 2 HLP; ISO 6743-4 HM; ISO 11158 HM; AFNOR NF-E 48-603 HM;
PARKER DENISON HF-0, HF-1, HF-2; EATON Brochure 03-401-2012

High viscosity index multigrade hydraulic oils designed for systems requiring
stable performance across wide temperature ranges.

Provide high resistance to oxidation, ageing and sludge formation, along with
outstanding anti-wear properties, very good anti-foaming properties and
effective protection against metal corrosion.

Ideal for mobile and industrial hydraulic systems subject to large temperature
variations, ensuring rapid response at low temperatures and reliable protection
at high operating temperatures.

Grades
ISOVG32/46/68/100

Specifications

DIN 51524 Part 3 HVLP; ISO 6743-4 HV / 1SO 11158 HV; AFNOR NF-E 48-603 HV,
PARKER DENISON HF-0, HF-1, HF-2; BOSCH-REXROTH 90220; EATON Brochure
03-401-2012; FIVES CINCINNATI P-68 (ISO 32), P-70 (ISO 46), P-69 (ISO 68)

Packaging

20L - 200L

Packaging

20L - 200L

Page 16

Lubricants Catalogue

GEG Compressor SYN

GEG - Global Energy Group

Compressor oils

GEG Compressor PAO

Synthetic reciprocating air compressor lubricant based on Group lll base stocks,

developed for severe operating conditions with high compression ratios and
high discharge temperatures.

Offers significantly reduced carbon-forming tendencies and extended oil life
compared to mineral oils due to superior oxidation resistance.

Suitable for rotary screw, vane and reciprocating compressors operating under
demanding conditions.

Grades
ISOVG32/46/68/100/150

Specifications
DIN 51503-1 (KAA, KE); DIN 51506 (VBL, VCL, VDL); ISO/DP 6521 (DAA, DAB, DAH,
DAG)

Semi-synthetic PAO-based lubricant designed for use in steam cylinders, gas
compressor cylinders, rotary screw and vane compressors, and worm gear
drives.

Specially formulated to provide excellent service and protection in gas
compression applications.

Provides outstanding thermal stability, low deposit formation, excellent
oxidation resistance and a low carbon-forming tendency for extended service
intervals.

Grades
ISOVG 32/ 46 /68

Specifications
DIN 51503-1 (KAA, KE); DIN 51506 (VBL, VCL, VDL); ISO/DP 6521 (DAA, DAB, DAH,
DAG)

Packaging

20L - 200L

Packaging

20L - 200L
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GEG Reductor

GEG - Global Energy Group

Industrial gear oils

GEG Reductor PAO

Mineral lubricating oil formulated for gear lubrication where extreme-pressure
performance is required, including steel gear systems operating under heavy
loads across a wide speed range, worm gears and enclosed industrial gearboxes

Provides excellent wear protection, resistance to scuffing, ageing resistance
and high thermal endurance. Neutral behaviour towards conventional seals.

Suitable for spur, bevel, helical, herringbone and planetary gear drives in
industrial machinery.

Grades
ISOVG100/150/220/320/460/680 /1000

Specifications
AGMA 3005-E02; ISO 12925-1 CKC; ISO 6743-6 CKC; AIST 224; DIN 51517 Part II;
MAG Cincinnati P74

Fully synthetic PAO-based industrial gear oil for enclosed gear drives and
bearings operating under severe load conditions.

Delivers excellent wear protection and outstanding performance across a wide
temperature range for extended component and fluid life.

Suitable for applications where conventional mineral oils have reached their
performance limits, especially gearboxes operating at elevated temperatures or
in wide-ranging ambient conditions.

Compatible with mineral oils and standard seal materials.

Grades
ISOVG150/220/320/ 460 /680

Specifications
AGMA 9005-E02; Cincinnati Machine P-74; David Brown S1.53.106; DIN 51517 Part
Ill; GED50E35, Siemens MD; U.S. Steel 224

Packaging

20L - 200L

Packaging

20L - 200L
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GEG Pneumo

Mineral oil formulated for pneumatic tools, air line equipment and circulating
lubrication systems.

Meets ISO 6743-11 PAC and PBC classifications.

Provides reliable oxidation stability, anti-wear properties and corrosion
protection for pneumatic cylinders, air motors, air tools and associated
equipment operating under varying load and temperature conditions.

Grades
ISOVG 46 /100/150/220/ 320

Specifications
ISO 6743/11 - PAC & PBC

Packaging

20L - 200L

GEG - Global Energy Group

Other products
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GEGTO-4

Mineral monograde oil specially designed for use in Caterpillar and Komatsu
heavy equipment transmissions, powertrains, clutches, brakes, servo-
transmissions, final drives, differentials and oil-bath brakes.

Also suitable for use as a hydraulic fluid in systems where SAE 10W or SAE 30 is
recommended.

Provides appropriate friction characteristics for powershift transmissions and

wet brake systems, along with excellent wear protection for gears and bearings.

Grades
SAE 10W / SAE 30 / SAE 50

Specifications

API CF; API MT-1; Allison C-4; Caterpillar TO-4; Komatsu KESQ07.8611; Tremec /
TTC

Packaging

20L - 200L

GEG - Global Energy Group

Off-road equipment

GEG CATFDO50/60

Formulated for use in Caterpillar equipment final drives, axles, bevel gears and
differentials where gear and bearing loads and temperatures are high.

Provides superior contact fatigue life for gears and bearings compared to
conventional TO-4 fiuids. Designed specifically to protect highly loaded
components.

Features excellent extreme-pressure protection, outstanding oxidation stability,
maximum foam resistance and sustained film thickness.

Not suitable for compartments containing clutch or brake friction materials
unless specifically designated for FD-1use.

Grades
SAE 50/ SAE 60

Specifications
CAT FD-1
Packaging

20L - 200L
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Fluids

GEG DOT-4

High-quality DOT-4 brake fiuid, developed as an advanced alternative to
conventional DOT-3 and DOT-4 brake liquids.

Its formulation guarantees a fast and precise response of hydraulic systems,
even under low temperature conditions, ensuring optimal operation of ABS and
ESP.

Specifications
PN-C-40005; FMVSS Ne 116; ISO 4925; SAE J 1704

Packaging

0.5L

GEG - Global Energy Group

Brake fluids

Page 22

Lubricants Catalogue

GEG Coolant SF12++

GEG - Global Energy Group

GEG Coolant Green

Formulated based on ethylene glycol and an advanced SI-OAT additive package
(Silicated Organic Acid Technology), developed to offer superior and long-
lasting protection of the cooling system in modern engines.

It is specially designed for vehicles with SI-OAT technology and Euro 6 engines,
providing excellent thermal stability, effective heat dissipation, and optimal
protection against corrosion, cavitation, and deposit formation.

Specifications

AS 2108-2004; ASTM D 3306; ASTM D 4985; ASTM D 6210; SAE J 1034; ONORM

V 5123; CUNA NC 956-16; JIS K2234:2006; SANS 1251:2005; SH 0521-1999; BS
6580:2010; MAN 324 Type SI-OAT; VW / Audi / Seat / Skoda TL774-G (G12++);
Mercedes-Benz MB 325.0/ 325.5/326.0/ 326.5 / 326.6; Cummins CES 14603;
Deutz DQC CC-14; Liebherr Minimum LH-01 COL3A; Scania TB 145; Lamborghini /
Bentley / Bugatti

Green ready-to-use antifreeze-coolant fluid formulated based on ethylene
glycol and a high-performance additive package, designed to ensure
comprehensive protection of the cooling system in engines of vehicles and
modern machinery.

Specifications

UNE 26.361.88; ASTM D-3306 / ASTM D-4985; BS 6580; SAE J 1034 - SAE J 814 -
SAE J 1941; Mercedes-Benz MB- 325.3; Ford WSS-M97B44-D; General Motors GM
6277M; Volkswagen VW 774 F; MAN 324 Tipo SNF; Deutz DQC CB-14; Caterpillar
A4.05.09.01; DAF 74002; Renault Trucks 41-01-001/ S Type D

Packaging

1L« 5L« 20L « 200L « 1000L

Packaging

1L« 5L« 20L « 200L « 1000L
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Greases

GEG Grease LEP GEG Grease LXEP 2 GEG Grease LMOLY EP 2

Lithium grease designed for all types of bearings operating at very high These greases are formulated from lithium complex soap and high-quality High-performance multipurpose lubricating grease, formulated with graphite
temperatures and loads. mineral oil, reinforced with Extreme Pressure (EP) additives. They have been and molybdenum disulfide (MoS2), especially indicated for difficult lubrication

developed for the effective lubrication of bearings and plain bearings operating applications where there are high loads, shocks, vibrations, or extreme
Contains EP (Extreme Pressure) additives with low environmental impact. at medium speeds, under high loads and demanding thermal conditions. operating conditions.

Specially formulated for the lubrication of steel plants in general, rolling mills,
continuous casting, etc.

Grades
NLGIOO/0/1/121/3

Our full product range extends
beyond this selection.

Please contact us for further
information.

Packaging Packaging Packaging

18KG « 180KG 18KG « 180KG 18KG « 180KG
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Contact

r: For product information and technical support, please contact:

Product selection

Support in selecting the appropriate lubricants based on application and
requirements.

=

Documentation

Access to technical data sheets and product specifications.

© Latvia

Office locations

Technical guidance

Recommendations on product use, handling and storage.

@ Republic of Guinea @ @ Singapore
247 support

Expert assistance to support performance and operational continuity.
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